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/16 EXT - EXTERIOR AWNING SECTION

A-501 SCALE. 11/2'= 10"
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: ‘/C SOLID BLOCKING

FLASHING GENERAL NOTES

1. THE CONTINUITY OF THE THERMAL BARRIER.

2. THE CONTINUITY OF THE VAPOR BARRIER.

WEEP HOLES CLEAR.

4. WEEP HOLES CLEAR AND FREE FROM MORTARAT 24" O. C. MAX.

THE GENERAL CONTRACTOR, AND ESPECIALLY THE G. C.'S SUPERINTENDENT IS RESPONSIBLE FOR MAINTAINING THE FOLLOWING
CONDITIONS THROUGH OUT THE WALL CONSTRUCTION PROCESS TO INSURE THE CREATION OF A WATERPROOF FLASHING SYSTEM:

3. A CLEAN AND OPEN 2" AIR SPACE OR INSTALL A"MORTAR NET " OR A SIMILAR PRODUCT DESIGNED TO KEEP THE

5. THE CONTINUITY OF ALL FLASHING THROUGH WALL FLASHING, HEAD, JAMB, SILL AND BASE FLASHING.

6. THE BASE, SILL, JAMB, HEAD, THROUGH WALL FLASHING AND ALL OTHER FLASHING SHALL BE PER SPECIFICATIONS.

7. EXTEND THE FLASHING THROUGH THE WALL AND LEAVE EXPOSED. DO NOT TRIM UNTIL DIRECTED TO DO SO BY THE ARCHITECT.
8. THE PROPER PREPARATIONAND INSTALLATION OF ALL BACKER RODS AND JOINT SEALANTS.

9. MAINTAIN THE WATER TIGHT INTEGRITY OF THE BUILDING'S EXTERIOR WATER VAPOR AND MOISTURE BARRIERS.
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